In the design of the lines, taken into account the latest trends in colour, but at the same time created a timeless tonal range, which does not go out of fashion.

Available in five colours, eight formats and three alternative finishes. Classification in accordance with EN 14411 GROUP Bla UGL (ISO 13006).
COLOURS

0001 0002 0003 0004 0005

FINISH

Natural R9
Bush Hammered R10
Antislip R11 / A+B

SIZES & FORMATS

Standard sizes (CM)
30x60cm*, 60x60cm*, 45x90*, 90x90cm*
30x180, 60x180, 5x60, 10x60.

Special Pieces/Skirting (CM)
5x60, 5x90

Corner/Step (CM)
33.3x60x3, 33.3x90x3

Complements/Mosaic (CM)
5x5, 3x15

Pieces (CM)
1.6x30, 2.3x30
TECHNICAL DETAILS

<table>
<thead>
<tr>
<th>Standard</th>
<th>Characteristics</th>
<th>Results</th>
</tr>
</thead>
<tbody>
<tr>
<td>UNI EN ISO 10545-2</td>
<td>Water absorption</td>
<td>&lt;=0.1%</td>
</tr>
<tr>
<td>UNI EN ISO 10545-4</td>
<td>Flexural strength</td>
<td>&gt; 35 N/mm2</td>
</tr>
<tr>
<td>UNI EN ISO 10545-6</td>
<td>Resistance to deep abrasion</td>
<td>Guaranteed</td>
</tr>
<tr>
<td>UNI EN ISO 10545-11</td>
<td>Crazing resistance</td>
<td>Guaranteed</td>
</tr>
<tr>
<td>UNI EN ISO 10545-12</td>
<td>Frost resistance</td>
<td>Guaranteed</td>
</tr>
<tr>
<td>UNI EN ISO 10545-13</td>
<td>Resistance to acids &amp; alkalis</td>
<td>Guaranteed</td>
</tr>
<tr>
<td>UNI EN ISO 10545-14</td>
<td>Stain resistance</td>
<td>Class 5</td>
</tr>
<tr>
<td>DIN 51130</td>
<td>Critical angle (Inclined platform)</td>
<td>R9/R10/R11</td>
</tr>
<tr>
<td>DIN 51097</td>
<td>Critical angle (Wet loaded barefoot)</td>
<td>Class A/ Class B</td>
</tr>
<tr>
<td>UNE ENV 12633</td>
<td>Slip resistance (Pendulum test)</td>
<td>Class 1/ Class 3</td>
</tr>
<tr>
<td>UNE EN 13501-1:2002</td>
<td>Reaction to fire test</td>
<td>A1 / AFL</td>
</tr>
</tbody>
</table>

SPECIFICATION DETAILS

Framework Supplier: Strata Tiles Limited - 6 Midleton Industrial Est, Guildford, GU2 8XW
Contact Details 0800 012 1454 / info@stratatiles.co.uk

Product Reference: ID263 PURBECK
Finish Natural, Bush Hammered, Antislip.
Size 30x60cm*, 60x60cm*, 45x90*, 90x90cm*, 30x180, 60x180, 5x60, 10x60.
Slip Potential R9, R10, R11
Natural: Wet +36
Antislip: Wet +36

Grout TBA
Movement Joints TBA
Corduroy Tiles TBA
Skirting Tiles TBA
PURBECK COLLECTION
from Strata Tiles

Head Office
Strata Tiles Ltd
Polar House
6 Midleton Industrial Estate
Guildford, Surrey, GU2 8XW
T: 0800 012 1454
E: info@stratatiles.co.uk
W: www.stratatiles.co.uk

Showroom
Studio 62
62 Clerkenwell Road
London
EC1M 5PX
T: 020 7608 1810
E: studio62@stratatiles.co.uk
W: www.stratatiles.co.uk

This brochure was composed in April 2016 for Strata Tiles Ltd. All details within are correct at the time of print.

Please note: Product colouration may vary from this brochure to actual samples due to print quality and duplication of images. We strongly advise customers to view actual samples and preferably liaise with a member of a sales team before placing an order.

We are more than happy to discuss any questions with you. Call FREEPHONE on 0800 012 1454